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Nos. 1, 2, 3 and 4 of the Levels above represented, are constructed with Iron Stocks, and No. 5 has a “food Stock, handsomely and strongly mounted, and with an adjustable 
, 


of same style as the Iron Stocks, 
These Levels are of the best material and workmanship in all parts, and are thoroughly adjusted and tested in every case. 
They have been uni 
» 


pronounced to be the most accurate, convenient, and tasteful Level ever brought out, and will supply a want long felt by all classes of mechanics. 
The price places them 
in 


reach of every one having use for either a level, Plumb, or Inclinometer. 
SECTIONAL ELEVATION OF ADJUSTABLE SPIRIT LEVEL, PLUMB, AND INCLINOMET 


No. 5. 
No. 5. 


This Level takes the place of the olcl—fashioned Spirit Level and Plumb, which has been universally used by all classes of mechanics for many years. 
The advantage of t 
n ' . 


and Plumb over all others is the accuracy and simplicity by which it works ; having a graduated scale showing the different angles, being conveniently and neatly arranged for 
, 


elevations of any hight, the graduated scale showing the exact elevation or number of degrees per foot, simply by turning the center or bubble-case with a pointer attached, the "' 
glass being well and substantially protected, not liable to breaking or derangement, as is often the case with other Levels, and in case the bubble:glass should become out of true 
. 
. 


line with the base of the Level, it can be regularly and accurately adjusted again to its proper place, simply by turning the top screws, which will cause the bubble to move fo 
backward at any point desired. 
These screws in connection with studs, as shown in the above cut, act as stops and adjusting screws ; the left hand screw, when facing the pointer, 


for adjusting the Leve1——the right hand screw, for adjusting the Plumb. 
These Levels are offered to the trade with the assurance that they are what 1s claimed, as a desirable ’ 


and a valuable tool, perfected to meet the wants of all classes of mechanics. 


GRDINARY LEVEL PLUMB AND LNCLINOMETER GGMBINEDL 


No. 13. 
N0- 13- 


general use. .It contains the old-fashioned Level and Plumb with his patent Adjustments and the Inclinometer combined. 
. 


This Level will be most highly appreciated by all mechanics having occasion to use it for getting angles or elevations of any required hight. 
It being so simply con 
u 


operations will need no explanations, as it will be readily seen by any ordinary mechanic. 


The Inclinometer may also, if desired, be used as a Level and Plumb. 
' 
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SECTIONAL ELEVATION OF ORDINARY‘ ADJUSTABLE SPIRIT LEVEL AND PLUMB. 
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The adjustments of this Level and Plumb are perfectly reliable in all its parts; the Level adjustments having three positive bearings : a screw at each end of the bubble . 


steel pin through the center, as represented in the above cut. 
In case the bubble-glass should become out of true with the base of the Level, from any accident, it can be readilv 
' 


again to its proper place, by turning the two center screws, one at each end of the top plate. 
Turning one screw back and the other forward, will cause the bubble to move at. 


desired. 
This adjustment has no springs or any elastic substance whatever, and, when once adjusted, there is no liability of its getting out of order. 
The Plumb glass is adj .. 


eccentric step. 
Turning the eccentric step either way will adjust the Plumb. 


MASGNS’ LEVEL WITH EGUBLE PLUMB., 
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No. 35. 
N9, 35_ 


These Levels are made principally of Beech and Mahogany, and special pains taken to select woods that are thoroughly seasoned, perfectly strait grained, and of the best 
n 


can be found in the market. 
' 


These Levels are made of extra length, and narrower than the common Levels mostly used by carpenters. 
It also has a double Plumb, particularly adapted to the use 


nience of masons. 
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~ 
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The advertiser begs leave to invite the attention, both of the trade and the consumers, to the common Levels which are now in stock; and in process of manufacture in 


with the Iron and Wood Center Levels, Nos. 1, 2, 8,4, & 5. 
He has a large assortment of ordinary Levels and Plumbs with his Patent Adjustments, and has taken extra pain: 5 


What is mostly needed, and to furnish the most desirable and convenient 
sizes of these Levels, using proper care to make the proportion of each Level so that it will have 
' 


strength, and be convenient for general use; and he would respectfully state that he makes a speciality of the manufacture of Levels, Plumbs, and Inclinometers, and of the most 
, 
' 


improved patterns that have yet been produced: and is provided with every facility for turning out the most accurate and substantial work of the kind in the market, and 
pains or expense to maintain the character of his goods, and will furnish them at the lowest possible prices. 
If these Levels cannot befound by the consumer among the 


ware trade they can be obtained by sending to Messrs. TURNER, SEYMOUR & JUDDs, 64 Duane Street, New York, or to the manufacturer, L. L. DAVIS, Springfield, Mass. 


They will be sent by express, if desired, and furnished at list price, 0. O. D., free of express charges, where the amount of the orders is not less than $3, and the express 


exceed 50 cents. 
Send for illustrated price list. 


